KNIGHT GLOBAL

KBG Spring Balancer Series |

Spring balancers are a lower cost option or where pressurized air is not
available and are primarily used to support small air tools in workstation
environments.

These loads are not removed or dropped-off but remain on the spring clip.
Knight's maximum spring balancer capacity is 23 Ibs [10.4 kg] with a 96
in. [143.8 cm] travel.

Spring Balancers use nylon covered (0.12 in. [3.0 mm] O.D. ) [2.3 mm]
dia. 7x7 strand galvanized steel aircraft cable (920 lbs [417 kg] test 0.09

TRAVEL Reel Weight | Min-Max Load
Part Number in. [mm] Ibs [kg] Ibs [kg]

KBGO03 96 [2438] 6[2.72] 3-7 [1.36-3.17] No
KBGO7 96 [2438] 6[272] | 5-10[2.27-4.54] No
KBG10 96 [2438] 7[3.18] | 8-12[3.63-5.44] No
KBG15 96 [2438] 8[3.63] |10-15[4.54-6.81] No
KBG20 96 [2438] 8[3.63] [16-23[7.25-10.43]] No
KBGO3L 96 [2438] 6[2.72] 3-7 [1.36-3.17] Yes
KBGO7L 96 [2438] 6[2.72] | 5-10[2.27-4.54] Yes
KBG10L 96 [2438] 7[3.18] | 8-12[3.63-5.44] Yes
KBG15L 96 [2438] 8[3.63] |10-15[4.54-6.81]| Yes
KBG20L 96 [2438] 8[3.63] |16-23[7.25-10.43]|  Yes

** Knight recommends the use of a high performance, extreme pressure, anti-wear food grade penetrating oil
that penetrates and lubricates chain and all types of moving parts. (Lubri-Link-Green®)
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"Due to continuous product development, Knight Industries reserves the right to alter product specifications without prior notice."
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