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KNIGHT TRACTORS

Mechanical Features

Electrical Features

Optional Features
• Modular assembly for easy installation and set-up
• 2 year warranty
• Direct drive with programmable speeds,�
  acceleration and deceleration points 
• Knight proven tractor mechanics using a worm
  gear reducer - reliable, maintenance free.
• Dual rubber drive wheels, rides on bottom of rail.
• Hand clamp to engage and lock tractor�
   into position with tension adjustment.
• Integrated trolley
• Capacity: Up to 3000lbs[1360kg]
• Tractor Weight: 90lbs[41kg]

• Standard VFD controller 230VAC, single phase,�
   for variable speeds
• Standard inverter motor 1/3 HP 230VAC
• Single speed pendant (VFDTA1001) with run
  stop/reset button

• Two speed pendant
• Nema 12 design
• Drive clutch 24VDC for engaging and disengaging�
   tractor drive to the rail, for free wheeling function.
• Shock absorbers for end of travel.
• Programmable function which returns the tractor
  back to a predetermined Home position.
• Over travel limits.
• Complete fixture integration
• Electrified Rail - typically used on runway lengths
  greater than 30ft [9.1m]
• Ability to run two tractors simultaneously for�
  greater bridge spans.
• Run in conjunction with a Knight Servo Hoist.
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