KNICHT GLOBAL

TRKBA Tandem Reeved Cable Air Balancer Series

Air Balancers are used in applications where a "float"
condition is beneficial. Float allows for the hands-free
final positioning of an object. The up/down speed of a air
balancer is quicker when compared to a hoist and allows
for a "feathering" operation when locating the load. The
pendant controls are ergonomically designed
incorporating color coded thumb levers.

Tandem Reeved Balancers provide the greatest weight
capacities offered with a air balancer.

Tandem Reeved Cable Air Balancers use a carbon steel
- Galvanized Independen

Rated at 100 PSI

CAPACITY |TRAVEL | (A) (C) ) (E) (F) |UNIT WEIGHT

MODEL # Ibs [kg] Ibs [kg]

TRKBA1400-036 | 1,400 [635] | 54 [137] |24 3/4 [63]| 24 [61] | 103/4[27] | 16 1/4[41] |27 3/4 [70] |3 1/4 [8] | 155.6 [70.58]

TRKBA2000-040 | 2,000 [907] | 40[102] |24 3/4 [63]| 24 [61] | 10 3/4 [27] |21 13/16 [55] | 27 3/4 [70]| 3 1/4 [8] | 227.6 [103.24]

TRKBA2800-028 | 2,800 [1,270] | 28 [71] |24 3/4 [63]| 24 [61] | 103/4[27] |21 13/16 [55] | 27 3/4 [70]| 3 1/4 [8] | 185.6 [84.19]

** Knight recommends the use of a high performance, extreme pressure, anti-wear food grade penetrating oil
that penetrates and lubricates cable and all types of moving parts. (Lubri-Link-Green®)
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"Due to continuous product development, Knight Industries reserves the right to alter product specifications without prior notice."
Knight Industries (248) 377-4950 www.knight-ind.com




